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The following parameters are relevant for the settings on your PBX. These parameters apply to FL1 Trunk 
in Liechtenstein (+423) and in Switzerland (+41). 
 
SIP domain 

 

SIP domain 

SIP username see web portal  

SIP password see web portal 

SIP server domain Liechtenstein: see web portal 

SIP server domain Switzerland: see web portal 

Setting up the SIP account: SIPusername@SIPserverdomain 
 
You have received the login data for the web portal from FL1.  
 
 
SIP outbound proxy configuration for settings on the PBX 

 

Single registration 

Automatic assignment via SRV lookup 1) 

 SIP outbound proxy: sbc5-trunk.fl1.li 

Manual configuration 
 SIP outbound proxy:  
 SIP outbound proxy (signalling): 
 SIP outbound proxy (signalling secure): 

sbc5.ipbx.li 
UDP:5083 (SIP) 
TCP:5063 (SIP, TLS) 

SIP outbound proxy (media ports for both cases): UDP:10000-65535 (RTP und sRTP) 

 

Redundancy/Loadbalancing – with two registrations 

Automatic assignment via SRV lookup 1) 

 SIP outbound proxy 1. registration: 
 SIP outbound proxy 2. registration: 

sbc5-trunk.fl1.li 
sbc6-trunk.fl1.li 

Manual configuration 2) 
 SIP outbound proxy 1. registration: 
 SIP outbound proxy 2. registration: 
 SIP outbound proxy (signalling): 
 SIP outbound proxy (signalling secure): 

sbc5.ipbx.li 
sbc6.ipbx.li 
UDP:5083 (SIP) 
TCP:5063 (SIP, TLS) 

SIP outbound proxy (media ports for both cases): UDP:10000-65535 (RTP und sRTP) 

 
1) The automatic assignment via SRV lookup must be supported by the PBX, otherwise the manual configuration 

must be used. The advantage of an SRV lookup is that the geo-redundancy provided by FL1 can be fully utilized 
with a single registration of the VoIP systems. The protocol and port are automatically determined via DNS by 
the “transport” (UDP/TLS) set in the end device. TCP without TLS is no longer offered. 
 
Note: sbc5-trunk.fl1.li and sbc6-trunk.fl1.li do not have a DNS A record! 
 

2) Manual configuration is more stable for redundant registration. 
 
 
 
 
 
 
 
  


